DESCRIPTION

\v 2 Model; SUN2000-20KTL-M2
WS zZ55 Name: AMEELRSIES
HUAWE! SOLAR INVERTER

BARAEE d.c. Max. Input Voltage: 1080 Vd.c.
BABMAER d.c. Max. Input Current: 22 A/22 A
WGBS Isc: 30A/30A
MPPTH &% d.c. MPPT Range: 160 = 850 Vd.c.
#ith B [E a.c. Output Nominal Voltage:
220/380 Va.c., 230/400 Va.c.; 3(N) ~ +@
#iiH 3% a.c. Nominal Operating Frequency: 50/60 Hz
=M HIIE a.c. Output Rated Power: 20 KVA*
B AR a.c. Max.Output Apparent Power: 22 kVA
Kt R a.c. Max. Output Current: 33.5A
IhEE#H Power Factor: 0.8(lagging)-0.8(leading)
38 @ JE @ Operating Temperature Range: - 25 = +60 °C
3R Altitude: 4000 m(>2000 m refer to user manual)
it e E 25 Overvoltage Category: lI(DC)/II(AC)
&5 Communication: RS485/WLAN
%% &4 Inverter Topology: Non-Isolation
B3 4R Enclosure: IP65
{R#% 4R Protection Class: |
B IR AFCL: TYPE |
*: CEl 0-16 & CEI 0-21: 20 kW

NNV

ERBAERAR HEE
HUAWEI TECHNOLOGIES CO., LTD. MADE IN CHINA
HQ of Huawel, Bantlan, Longgang District, Shenzhen, 518129, P.R.C

NOTE :

1.Make the film according to the drawing.
2.The color of silk-screen characters is C:100 M:100 Y:100 K:100, The Text Outline width is 0.1 mm.
3.The silk-screen should be clear ,without burrs,and the dimension should be accurate.
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PART NO:

FILE NAME: 01074305-002M01_SUN2000-20KTL-M2

RELEASE LEVEL:

PRODUCT: SHEET: 1 OF 1 Label,PET-silver
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